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W EXISTING WATER

a PROPOSED WATER
] VALVE
& FIRE HYDRANT
> PRESSURE REGULATING VALVE
— T — REDUCER/ENLARGER
: GAS LINE
N SEWER LINE
. TELEPHONE LINE
g WATER METER
. ELECTRIC LINE
9 AIR AND VACUUM VALVE
[ BLOW-OFF
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— — PLUG
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CAST IRON LID
MUST SAY WATER

ALLOW 2' EXCESS OF TRACING WIRE

VALVE PAD
(OUTSIDE ROADWAY)
VALVE COLLAR
(IN ROADWAY)\
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TWO PIECE CAST IRON
VALVE BOX
VALVE WITH BOX
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TRACING WIRE
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8 mil POLY WRAP

AROUND BOTTOM OF
NOTES: 1. 14 GAUGE COPPER WIRE SHALL BE PLACED VALVE AND BOX
OUTSIDE OF BOTTOM OF BOX AND
INSIDE TOP OF BOX
2. VALVE OPERATING NUTS SHALL BE WITHIN 3' TO
THE FINISHED SURFACE. EXTENTIONS STEMS WITH ROCK SHIELDS
SHALL BE PROVIDED WHERE DEPTHS EXCEED 4'. s
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STAINLESS STEEL
TAPPING SLEEVE WITH FLG

FL x M GATE
VALVE

NOTES:

1. REFER TO SECTION 3.3.8 'MAIN LINE VALVES' FOR TAPPING SLEEVE
AND VALVE REQUIREMENTS, AND SECTION 3.7.9 'HOT TAPPING' FOR
INSTALLATION INSTRUCTIONS

INTERSECTIONS MAY BE OMITTED.

2. SEE SECTION 3.3.4 'MAIN LINE FITTING' AND SECTION 3.7.11
'INSTALLATION OF VALVES AND FITTINGS' FOR INSTALLATION AND
WRAPPING FOR BOLTED CONNECTIONS
THRUST BLOCK DETAILS.

RECOMMENDED MATERIALS - STAINLESS STEEL TAPPING SLEEVE WITH FLG
MANUFACTURER TO BE AWWA APPROVED.
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/ NO SIDEWALK

I, T

BACK OF CURB OR FROM
EDGE OF PAVEMENT
WHERE NO CURB EXISTS

/SIDEWALK

NOTES:

1. ABOVE GROUND UTILITIES SHALL BE LOCATED
ON PROPERTY LINES SEPERATING LOTS.
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2" MIN-4" MAX

HYDRANT - 1-1/2" PENTAGON OPERATING NUT

GRADE TO BOTTOM (OPENS TO THE LEFT)
OF BOLT MUELLER A-423 CENTURIAN OR CLOW MEDALLION TO MATCH SOUTH
JORDAN CITY'S EXISTING HYDRANT STANDARDS.
4'%5'
6" THICK
CONCRETE PAD

GRADE

VALVE COLLAR
/ (INROADWAY)

4' MIN. COVER

TRACING WIRE

6" MJ x FL GATE
VALVE W/BOX

MJ x FL MAINLINE
PLASTIC WRAP WATER TEE
SEE NOTE 5 THRUST BLOCK
SEE DETAIL
THRUST BLOCK
P \
PLASTIC WRAP
(SEE NOTE #5)
MIJ FL
FL x MJ ADAPTER
SEWER ROCK PVC PIPE C-900 DR18
NOTES:
1. INSPECTION: PRIOR TO BACKFILLING, SECURE INSPECTION OF INSTALLATION
BY ENGINEER.

[

. BACKFILL: INSTALL AND COMPACT ALL BACKFILL MATERIAL PER SPECIFICATIONS.
. HYDRANT: DRY BARREL PER AWWA C502.
A. PROVIDE AT LEAST 1 CUBIC YARD OF SEWER ROCK AROUND DRAIN HOLE
AT BASE OF HYDRANT. PLACE TAR PAPER OR PLASTIC OVER SEWER ROCK
TO PREVENT SILTING.
B. PAINT FIRE HYDRANT RED PER SOUTH JORDAN CITY'S REQUIREMENTS.
C. APPLY POLY-FM GREASE TO ALL BURIED METAL SURFACES. WRAP WITH
8 mil THICK POLYETHYLENE SHEET AND TAPE WRAP.
D. ALL HYDRANTS NOT IN SERVICE SHALL BE BAGGED UNTIL WATER IS AVAILABLE
. THRUST BLOCKS: REQUIRED FOR ALL CONNECTIONS INCLUDING FLANGED OR
WELDED PIPE SYSTEMS.
5. PLASTIC WRAP: PRIOR TO POURING CONCRETE, APPLY POLY-FM GREASE AND
WRAP PIPE SYSTEM AND FITTINGS WITH 8 mil THICK PLASTIC SHEET TO
PREVENT BONDING OF CONCRETE TO PIPE SYSTEM AND FITTINGS.
6. PLACE FOUR (4) PROTECTIVE BOLLARDS AROUND HYDRANT IF DIRECTED BY
BY SOUTH JORDAN CITY.

w

I

PREPARED BY:

SOUTH JORDAN

| SOUTH JORDAN CITY |

DRAWN:

WITH MAIN IN THE ROADWAY

DATE REVISIONS BY

FIRE HYDRANT INSTALLATION
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